
bars

Our Mangalloy steel applicator bars help prolong the life of  rock crusher hammers, jaws, mantles, and 
other areas subjected to severe impact. Metal-on-metal applications, such as pins in drag lines and 
shovel buckets, provide excellent use of Mangalloy bars.

Applications

Shovel Bucket Pins Crawler Pad Link Pins
Crusher Hammer Build-Up Grizzly Bars
Shot Blast Hangers Dredge Chain Pins
Crusher Breaker Bars Shredder Hammers
Security Bars Bucket Hinge Pins

1/4” 3/8” 1/2” 3/4” 1” 2”
Inches     Est. Wt./Ft. Inches     Est. Wt./Ft. Inches     Est. Wt./Ft. Inches     Est. Wt./Ft. Inches     Est. Wt./Ft. Inches     Est. Wt./Ft.
1/4 x 2          1.70 3/8 x 2          2.55 1/2 x 1          1.70 3/4 x 2          5.10 1 x 1-1/2       5.10 2 x 3              1.70
5/16 x 3-1/8  3.32 3/8 x 2-1/2   3.19 1/2 x 2          3.40 3/4 x 3          7.65 1 x 2             6.80 2 x 4            27.20
5/16 x 4-1/8  4.39 3/8 x 3          3.83 1/2 x 3          5.10 3/4 x 4        10.20 1 x 3           10.20 2 x 6            40.80

3/8 x 4          5.10 1/2 x 3-1/2   5.95 3/4 x 6        15.30 1 x 4           13.60
3/8 x 4-1/2   5.74 1/2 x 4          6.80 3/4 x 8        20.40 1 x 5           17.00
3/8 x 6          7.65 1/2 x 4-1/2   7.65 1 x 6           20.40

1/2 x 6        10.20 1 x 8            27.4

Flat Bars

square Bars
Inches      Est. Wt./Ft. Inches      Est. Wt./Ft.
3/4                 1.92 2                  13.60
1                    3.41
1-1/2              7.65

Available in random lengths 11’ - 20’ 
long or cut to size.

Color code: Green

round bars
Inches        Est. Wt./Ft. Inches        Est. Wt./Ft. Inches        Est. Wt./Ft. Inches         Est. Wt./Ft.

3/8              .44 1-1/4         4.17 3-1/4        28.21 5-1/4        73.85
1/2              .67 1-1/2         6.01 3-1/2        32.71 5-1/2        80.78
5/8            1.04 2              10.68 4              42.73 5-3/4        88.29
3/4            1.50 2-1/4       13.52 4-1/4        48.23 6-1/4      104.31
7/8           2.04 2-1/2       16.69 4-1/2        54.26 7-1/4      140.36

1                2.67 2-3/4       20.20 4-3/4        60.45 8-1/4      181.75
1-1/8         3.38 3              24.03 5              66.76
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